


100% fired and tested: All units and each component are tested on 

the manufacturing line. 

30 second blower delay: At start-up assures a warm duct 

temperature at furnace start-up.  

Adjustable blower off settings (60, 90, 120 and 180 seconds).  

30 second post purge: Increases life of heat exchanger. 

Hot surface igniter: Innovative application of an appliance type igniter 

with Smartlite Technology. 

Flexible category IV venting system: May be vertically or 

horizontally vented using either a one-pipe or two-pipe system for 

maximum flexibility in installation. 

High Static Blowers: All models equipped with high static blowers. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Multi-speed direct drive blower: Designed to give a wide range of 

cooling capacities. Switches on PCB, provide ultra easy motor speed 

selection.  

High efficiency blower kits: Maximize efficiencies. On select units, a 

SEER improvement of up to 1 point is realized.  



Best packaging in the industry:  Post design assures product will 

arrive to the homeowner dent free.  

30 second blower delay: At start-up assures a warm duct 

temperature at furnace start-up.  

Incorporates integrated control board with connections for 

electronic air cleaner, humidifier, and twinning.  

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes with easy to recognize 

states. 

Color coded wire harness: Designed to fit the components, all with 

quick-connect fittings for ease of service and replacement.  

High Static Blowers: All models equipped with high static blowers. 

60 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Multi-speed direct drive blower: Designed to give a wide range of 

cooling capacities. Switches on PCB, provide ultra easy motor speed 

selection.  

High efficiency blower kits: Maximize efficiencies. On select units, a 

SEER improvement of up to 1 point is realized.  



30 second blower delay: At start-up assures a warm duct 

temperature at furnace start-up.  

Integrated control board with connections for electronic air cleaner, 

humidifier, and twinning.  

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Color coded wire harness: Designed to fit the components, all with 

quick-connect fittings for ease of service and replacement.  

LP convertible: Simple burner orifice and regulator spring change for 

ease of convertibility. 

60 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Multi-speed direct drive blower: Energy efficient, brushless DC 

(ECM). 

Low Boy Height: Easy to apply in low ceiling applications, works well 

with taller high SEER coils. 

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Flexible category I venting system: May be vented with dedicated 

venting system or common vented.  



30 second blower delay: At start-up assures a warm duct 

temperature at furnace start-up.  

Integrated control board with connections for electronic air cleaner, 

humidifier, and twinning.  

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Color coded wire harness: Designed to fit the components, all with 

quick-connect fittings for ease of service and replacement.  

LP convertible: Simple burner orifice and regulator spring change for 

ease of convertibility. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Energy Efficient Brushless DC (ECM) Motor: Energy efficient, 

brushless DC (ECM). 

Low Boy Height: Easy to apply in low ceiling applications, works well 

with taller high SEER coils. 

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Flexible category I venting system: May be vented with dedicated 

venting system or common vented.  



Variable Speed 

 

iSEER: Energy efficient brushless DC (ECM) motor gives up to 1 

SEER point efficiency gain in cooling.  

100% fired and tested: All units and each component are tested on 

the manufacturing line. 

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Two Stage Inducer: Optimizes efficiency on first stage heat and 

reduces sound levels.  

Hot surface igniter: Innovative application of an appliance type igniter 

with Smartlite Technology. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Blower Compartment: Insulated for ultra quiet operation.  

LP convertible: Simple burner orifice and regulator spring change for 

ease of convertibility.  

Furnace Air Leakage: These furnaces comply with Energy Star 

cabinet air leakage requirement of less than or equal to 2%. 



Fixed Speed 

 

iSEER: Energy efficient brushless DC (ECM) motor gives up to 1 

SEER point efficiency gain in cooling.  

100% fired and tested: All units and each component are tested on 

the manufacturing line. 

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Two Stage Inducer: Optimizes efficiency on first stage heat and 

reduces sound levels.  

Hot surface igniter: Innovative application of an appliance type igniter 

with Smartlite Technology. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Blower Compartment: Insulated for ultra quiet operation.  

Flexible category I venting system: May be vented with dedicated 

venting system or common vented.  

Color coded wire harness: Designed to fit the components, all with 

quick-connect fittings for ease of service and replacement.  



Variable Speed 

 

Variable Speed Direct Drive Blower: Energy-efficient, brushless 

ECM motor provides better temperature control 

30 second post purge: Increases life of heat exchanger  

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Two Stage Inducer: Optimizes efficiency on first stage heat and 

reduces sound levels.  

Hot surface igniter: Innovative application of an appliance type igniter 

with Smartlite Technology. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Incorporates integrated control board: With connections for 

electronic air cleaner and humidifier.  

Sealed Vestibule: Reduces burner and inducer sound levels. 

Blower Compartment: Sealed door to reduce air leakage and 

insulated for ultra quiet operation.  

Two piece door design: Enhances furnace appearance and uses 

captured screws to prevent losing door screws.  



Fixed Speed ECM 

 

iSEER: Energy efficient brushless DC (ECM) motor gives up to 1 

SEER point efficiency gain in cooling.  

30 second post purge: Increases life of heat exchanger  

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

Flexible category IV venting system: May be vertically or 

horizontally vented using either a one-pipe or two-pipe system for 

maximum flexibility in installation. 

Hot surface igniter: Innovative application of an appliance type igniter 

with Smartlite Technology. 

90 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes. 

Incorporates integrated control board: With connections for 

electronic air cleaner and humidifier.  

Sealed Vestibule: Reduces burner and inducer sound levels. 

Blower Compartment: Sealed door to reduce air leakage and 

insulated for ultra quiet operation.  

PolyPro by DuraVent: These furnaces have been tested with and are 

approved to be installed with DuraVent’s PolyPro venting system.  



Variable Speed 

 

Variable Speed Direct Drive Blower : Energy-efficient, brushless DC 

(ECM) motor controls airflow to provide better temperature control, 

humidity control and air distribution  

SmartLite Technology: Auto-adjusts igniter on time to extend igniter 

life. 

Tubular primary heat exchanger: Heavy gauge aluminized steel heat 

exchanger assures a long life.  

30 Second Blower Delay: At start-up assures a warm duct 

temperature at furnace start-up.  

30 Second Post Purge: Increases life of heat exchanger  

60 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Diagnostic lights for easy troubleshooting without counting 

flashes: Dedicated light for flame signal strength and 2 lights in 

combination to indicate all other fault codes with easy to recognize 

states. 

Blower Compartment: Insulated for ultra quiet operation.  

Incorporates integrated control board: With connections for 

electronic air cleaner and humidifier.  

Sealed Vestibule: Reduces burner and inducer sound levels. 

Blower Compartment: Sealed door to reduce air leakage and 

insulated for ultra quiet operation. 

Two piece door design: Enhances furnace appearance and uses 

captured screws to prevent losing door screws.  



Fixed Speed ECM 

 

Multi-speed Direct Drive Blower: Energy-efficient brushless DC (ECM) 

fixed-speed motor offers 16 speeds designed to give a wide range of 

cooling capacities.  

SmartLite Technology: Auto-adjusts igniter on time. 

Hot Surface Igniter: Innovative application of a silicon nitride type 

igniter.  

30 Second Blower Delay: At start-up assures a warm duct temperature 

at furnace start-up.  

30 Second Post Purge: Increases life of heat exchanger  

60 second fixed cooling cycle blower-off delay (TDR) increases 

cooling performance. 

Flexible Category IV Venting System: May be vertically or horizontally 

vented using either a one-pipe or two-pipe system. 

2 Stage Inducer: Optimizes efficiency on first stage heat and reduces 

sound levels. 

Incorporates integrated control board: With connections for electronic 

air cleaner and humidifier.  

Sealed Vestibule: Reduces burner and inducer sound levels. 

Blower Compartment: Sealed door to reduce air leakage and insulated 

for ultra quiet operation.  

Two piece door design: Enhances furnace appearance and uses 

captured screws to prevent losing door screws.  

 



Increase the energy efficiency of your cooling system with AireForce iSEER® technology featured inside every 

two-stage AireForce gas furnace. The energy performance of a cooling system is rated by SEER (Seasonal 

Energy Efficiency Ratio). The higher the SEER, the more energy efficient the product. iSEER technology can 

increase the energy efficiency up to one SEER during the cooling season.  

All AireForce gas furnaces feature a SmartLite® control board to increase the life of the igniter beyond the 

standard 20-year life expectancy. SmartLite learns and adapts its ignition process to the furnace as installed in 

your environment. AireForce gas furnaces with SmartLite control boards provide extended life to igniters in 

furnaces using hot surface ignition technology. They are programmed to learn the heatup characteristics of the 

igniter, then adapt the ignition time to the characteristics of the furnace so the igniter is energized appropriately. 

AireForce 96% and 95.1% AFUE two-stage, variable-speed gas furnaces are iQ Drive Ready®. That means 

they are designed to seamlessly integrate with the AireForce 20-SEER iQ Drive air conditioner up to 19-

SEER/10.0 HSPF iQ Drive heat pump, to create an ultra-high efficient system for your home. iQ Drive air 

conditioners and heat pumps achieve some of the industry’s highest efficiency ratings – saving homeowners 

hundreds of dollars in energy costs per year over standard equipment.  



If the Heat Exchanger in your 

package gas/electric unit or 

furnace fails during the first year of 

ownership, a one-time 

replacement with a comparable 

unit will be provided. 

If any part fails due to a defect in 

material or workmanship within the 

Warranty Period a replacement 

part will be provided free of 

charge. 
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Every AireForce part goes through a three-part quality check at each stage of the manufacturing process 

known as the Demand Flow Technology or “DFT.” 

DFT consists of automated quality control stations that are designed to eliminate the potential for human error 

and increase quality testing accuracy. This means each heat pump and air conditioner is checked 144 times, 

furnaces are checked 234 times, and each packaged unit is checked over 72 times throughout the DFT 

certified manufacturing process. 


